Y STARLINE

forged steel ball valves

DN15 =+ 100 F.B.

DN20 + 150 R.B.

TRUNNION MOUNTED METAL SEATED HT

CLASS 150

ITEM NO.

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

Extension

ASTM A350 LF2

ASTM A276/479 F316

r—

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

Forkrrx

Extension Screw

ASTM A193 B8

ASTM A193 B8

Fkrkx

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

1+1+1

Stem — Trunnion
Bearing

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

1

Thrust Washer

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

Forrrx

Packing Ring

Graphite

Graphite

1

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

1

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Ball

ASTM A276/479 F316
HARDENED

ASTM A276/479 F316
HARDENED

2

Seat

ASTM A276/479 F316
HARDENED

ASTM A276/479 F316
HARDENED

2

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

ro—

Seat Ring

Graphite

Graphite

Adaptor Fire Seal

Graphite

Graphite

Body

ASTM A350 LF2

ASTM A276/479 F316

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

Antistatic Spring

INCONEL X -750

INCONEL X -750

16 rme—

Adaptor Bolts

ASTM A320 L7M

ASTM A193 B8M

30a

Extension Seal

Graphite

Graphite

30b

Trunnion Seal

Graphite

Graphite

31

Seat Spring

INCONEL X - 750

INCONEL X - 750

32

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38

Drain / Vent Plug Seal

Graphite

Graphite

D Recommended spare parts

METAL HT




Y7 STARLINE

forged steel ball valves DIMENSIONS CLASS 150

TOP VIEW
|

METAL HT

FULL BORE MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm] WEIGHT [Kg] DIMENSIONS [mm]

INCH BORE RTJ |SW-BW

172" x1/2” 15x15 12.7 . 7.25 Fo4

3/4" x 3/4" 20 x 20 19 140 . 11 50 M6 F05

177 x1” 25x25 25.4 150 12.5 50 M6 F05

1.1/2” x 1.1/2”| 40 x 40 38 156 . . 20.5 70 M8 Fo7

2“x 2" 50 x 50 51 171 18 21 70 M8 Fo7

3“x 3" 80 x 80 76 197 18 20 70 M8 Fo7

4“ x 4¢ 100 x 100 102 282 30 32 102 M10 F10

REDUCED BORE MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm] WEIGHT [Kg] DIMENSIONS [mm]

INCH BORE RTJ |SW-BW

3/4"x1/2” | 20x 15 12.7 5.5

1" x 3/4" 25x20 19 8.5

1.1/4” x 17 32x25 25.4 11.5

1.1/2” x 1”7 40 x 25 E 115

2“x1.1/2¢ 50 x 40 18.5

3“x2“ 80 x 50 60

44 x 3¢ 100 x 80 117

6” x 4” 150 x 100 120

D Gear Operated

D Split Body Construction

Dimensions and weights are subject to change without notice.
Face to face dimensions not listed in industry standards are subject to change without notice.




Y7 STARLINE

forged steel ball valves

DN150 + 250 F.B.

DN200 + 300 R.B.

TRUNNION MOUNTED METAL SEATED HT

CLASS 150

ITEM NO.

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

Extension

ASTM A350 LF2

ASTM A276/479 F316

Fokkkkk

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

—

Extension Screw

ASTM A193 B8

ASTM A193 B8

—

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

2+1+1

Stem - Trunnion Extension
Bearing

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75

1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

1

Thrust Washer

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

ok

Packing Ring

Graphite

Graphite

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

Ball

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

Seat

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

2

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

Hokkkk

Seat Ring

Graphite

Graphite

2

Adaptor Fire Seal

Graphite

Graphite

1

Body

ASTM A350 LF2

ASTM A276/479 F316

2

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

1

Stem Key

Carbon Steel

Carbon Steel

2

Antistatic Spring

INCONEL X -750

INCONEL X -750

—

Stud Bolts

ASTM A320 L7M

ASTM A193 B8M

xRk

Nuts

ASTM A194 GR 4

ASTM A194 GR8 M

30a

1

Extension Seal

Graphite

Graphite

1

Trunnion Seal

Graphite

Graphite

31

Seat Spring

INCONEL X - 750

INCONEL X - 750

32

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38

Drain / Vent Plug Seal

Graphite

Graphite

39

Lifting Lug

ASTM A350 LF2

ASTM A276/479 F316

40

Foot

ASTM A350 LF2

ASTM A276/479 F316

D Recommended spare parts

METAL HT




Y STARLINE

forged steel ball valves

METAL HT

DIMENSIONS CLASS 150

TOP VIEW

FULL BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE

DIMENSIONS [mm1]

WEIGHT [Kg]

DIMENSIONS [mm1]

6” x 6” 150 x 150

8" x8” 200 x 200

10" x10” 250 x 250

REDUCED BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE

DIMENSIONS [mm]

WEIGHT [Kg]

DIMENSIONS [mm]

8" x6” 200 x 150

107 x 8” 250 x 200

127 x 10” 300 x 250

D Gear Operated

Dimensions and weights are subject to change without notice.

Face to face dimensions not listed in industry standards are subject to change without notice.




Y STARLINE

forged steel ball valves

DN15 =+ 100 F.B.

DN20 + 150 R.B.

TRUNNION MOUNTED METAL SEATED HT

CLASS 300

ITEM NO.

NP

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

EX

Extension

ASTM A350 LF2

ASTM A276/479 F316

2 Forkx

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

2a T

Extension Screw

ASTM A193 B8

ASTM A193 B8

2b r—

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

3a-3b-3c 1T+1+1

Stem - Trunnion
Bearing

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

5 1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

7 1

Thrust Washer

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

7a r—

Packing Ring

Graphite

Graphite

8 1

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

8a 1

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

8b 1

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

9 1

Ball

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

10 2

Seat

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

2

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

orkdx

Seat Ring

Graphite

Graphite

2

Adaptor Fire Seal

Graphite

Graphite

1

Body

ASTM A350 LF2

ASTM A276/479 F316

2

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

2

Antistatic Spring

INCONEL X -750

INCONEL X -750

16 -

Adaptor Bolts

ASTM A320 L7M

ASTM A193 B8M

30a 1

Extension Seal

Graphite

Graphite

30b 1

Trunnion Seal

Graphite

Graphite

31 rr—

Seat Spring

INCONEL X - 750

INCONEL X - 750

32 1

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37 1

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38 2

Drain / Vent Plug Seal

Graphite

Graphite

D Recommended spare parts

METAL HT
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Y7 STARLINE

forged steel ball valves

TRUNNION MOUNTED METAL SEATED HT

DIMENSIONS CLASS 300

TOP VIEW

FULL BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE

DIMENSIONS [mm]

WEIGHT [Kg] DIMENSIONS [mm]

INCH

BORE

RTJ

SW-BW

1/2" x1/2”

15x 15

12.7

3/4" x 3/4"

20 x 20

19

17 x1”

25x 25

25.4

1.1/2” x1.1/2”

40 x 40

38

o6 y D

50 x 50

51

3% x 3¢

80 x 80

76

4% x 4%

100 x 100

REDUCED BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE

DIMENSIONS [mm]

WEIGHT [Kg] DIMENSIONS [mm]

INCH

BORE

RTJ

SW-BW

3/4" x 1/2”

20x15

1" x 3/4"

25x 20

1.1/4” x 17

32x25

1.1/2” x 17

40 x 25

2“x1.1/2¢

50 x 40

3 x 2%

80 x 50

4% x 3¢

100 x 80

6" x 4”

150 x 100

D Gear Operated

Dimensions and weights are subject to change without notice.

Face to face dimensions not listed in industry standards are subject to change without notice.




Y STARLINE

forged steel ball valves

DN150 + 250 F.B.

DN200 + 300 R.B.

TRUNNION MOUNTED ME SEATED HT

CLASS 300

ITEM NO.

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

Extension

ASTM A350 LF2

ASTM A276/479 F316

FokrAx

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

Forkn

Extension Screw

ASTM A193 B8

ASTM A193 B8

a—

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

2+1+1

Stem - Trunnion Extension
Bearing

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75

1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

1

Thrust Washer

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

Frrax

Packing Ring

Graphite

Graphite

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

Ball

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

Seat

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

Forrkx

Seat Ring

Graphite

Graphite

Adaptor Fire Seal

Graphite

Graphite

Body

ASTM A350 LF2

ASTM A276/479 F316

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

1

Stem Key

Carbon Steel

Carbon Steel

2

Antistatic Spring

INCONEL X -750

INCONEL X -750

Stud Bolts

ASTM A320 L7M

ASTM A193 B8M

Rorkkk

Nuts

ASTM A194 GR 4

ASTM A194 GR8 M

30a 1

Extension Seal

Graphite

Graphite

30b 1

Trunnion Seal

Graphite

Graphite

31 Forkkk

Seat Spring

INCONEL X - 750

INCONEL X - 750

32

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38

Drain / Vent Plug Seal

Graphite

Graphite

39

Lifting Lug

ASTM A350 LF2

ASTM A276/479 F316

40

Foot

ASTM A350 LF2

ASTM A276/479 F316

D Recommended spare parts

METAL HT




Y7 STARLINE

forged steel ball valves

METAL HT

ED METAL SEATED HT
DIMENSIONS CLASS 300

TOP VIEW

FULL BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE

DIMENSIONS [mm]

WEIGHT [Kg]

DIMENSIONS [mm]

6” x 6” 150 x 150

8" x 8” 200 x 200

10" x 10” 250 x 250

REDUCED BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE

DIMENSIONS [mm]

WEIGHT [Kg]

DIMENSIONS [mm]

8” x 6” 200 x 150

10" x 8” 250 x 200

12" x10” 300 x 250

D Gear Operated

Dimensions and weights are subject to change without notice.

Face to face dimensions not listed in industry standards are subject to change without notice.




Y7 STARLINE

forged steel ball valves

DN15 =+ 100 F.B.

DN20 =+ 150 R.B.

TRUNNION MOUNTED METAL SEATED HT

CLASS 600

ITEM NO.

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

Extension

ASTM A350 LF2

ASTM A276/479 F316

okkkk

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

m—

Extension Screw

ASTM A193 B8

ASTM A193 B8

—

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

T+1+1

Stem - Trunnion
Bearing

ASTM A276/479 F316 + 75

ASTM A276/479 F316 + 75 p

1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

1

Thrust Washer

ASTM A276/479 F316 + 75

ASTM A276/479 F316 + 75 p

r—

Packing Ring

Graphite

Graphite

1

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

1

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Ball

ASTM A276/479 F316
HARDENED

ASTM A276/479 F316
HARDENED

2

Seat

ASTM A276/479 F316
HARDENED

ASTM A276/479 F316
HARDENED

2

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

P

Seat Ring

Graphite

Graphite

2

Adaptor Fire Seal

Graphite

Graphite

1

Body

ASTM A350 LF2

ASTM A276/479 F316

2

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

2

Antistatic Spring

INCONEL X -750

INCONEL X -750

—

Adaptor Bolts

ASTM A320 L7M

ASTM A193 B8M

Extension Seal

Graphite

Graphite

Trunnion Seal

Graphite

Graphite

31

Seat Spring

INCONEL X - 750

INCONEL X - 750

32

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38

Drain / Vent Plug Seal

Graphite

Graphite

D Recommended

spare parts

METAL HT




Y7 STARLINE

forged steel ball valves

ED METAL SEATED HT
DIMENSIONS CLASS 600

TOP VIEW

-
I
2
=
W
=

FULL BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE

DIMENSIONS [mm]

WEIGHT [Kg] DIMENSIONS [mm]

INCH

BORE

RTJ

SW-BW

1/2" x1/2”

15x15

12.7

6.5

3/4" x 3/4"

20 x 20

19

9

17x1”

25x25

25.4

12

1.1/2” x1.1/2”

40 x 40

38

21

o6 y D

50 x 50

51

32

3% x 3¢

80 x 80

76

59

4% x 4%

100 x 100

130

REDUCED BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE

DIMENSIONS [mm]

WEIGHT [Kg] DIMENSIONS [mm]

INCH

BORE

RTJ

SW-BW

3/4" x 1/2”

20x 15

1" x 3/4"

25x20

1.1/4” x 17

32x25

1.1/2” x 17

40 x 25

2“x1.1/2¢

50 x 40

3 x 2%

80 x 50

4% x 3¢

100 x 80

6" x 4”

150 x 100

D Gear Operated

Dimensions and weights are subject to change without notice.

Face to face dimensions not listed in industry standards are subject to change without notice.




Y7 STARLINE

forged steel ball valves

DN150 + 250 F.B.

DN200 + 300 R.B.

TRUNNION MOUNTED MET. SEATED HT

CLASS 600

ITEM NO.

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

Extension

ASTM A350 LF2

ASTM A276/479 F316

Frrkx

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

Rokkk

Extension Screw

ASTM A193 B8

ASTM A193 B8

rm—

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

2+1+1

Stem - Trunnion Extension
Bearing

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75

1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

1

Thrust Washer

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

Forrkx

Packing Ring

Graphite

Graphite

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

Ball

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

Seat

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

Forrkk

Seat Ring

Graphite

Graphite

Adaptor Fire Seal

Graphite

Graphite

Body

ASTM A350 LF2

ASTM A276/479 F316

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

1

Stem Key

Carbon Steel

Carbon Steel

2

Antistatic Spring

INCONEL X -750

INCONEL X -750

Stud Bolts

ASTM A320 L7M

ASTM A193 B8M

okkkk

Nuts

ASTM A194 GR 4

ASTM A194 GR8 M

30a 1

Extension Seal

Graphite

Graphite

30b 1

Trunnion Seal

Graphite

Graphite

31 Forkkak

Seat Spring

INCONEL X - 750

INCONEL X - 750

32

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38

Drain / Vent Plug Seal

Graphite

Graphite

39

Lifting Lug

ASTM A350 LF2

ASTM A276/479 F316

40

Foot

ASTM A350 LF2

ASTM A276/479 F316

D Recommended spare parts

METAL HT




Y7 STARLINE

forged steel ball valves

METAL HT

ED METAL SEATED HT
DIMENSIONS CLASS 600

TOP VIEW

FULL BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE

DIMENSIONS [mm]

WEIGHT [Kg]

DIMENSIONS [mm]

6" x 6” 150 x 150

8" x 8” 200 x 200

10" x 10” 250 x 250

REDUCED BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE

DIMENSIONS [mm]

WEIGHT [Kg]

DIMENSIONS [mm]

8” x 6” 200 x 150

10" x 8” 250 x 200

12" x10” 300 x 250

D Gear Operated

Dimensions and weights are subject to change without notice.

Face to face dimensions not listed in industry standards are subject to change without notice.




¥ STARLINE

forged steel ball valves

DN15 =+ 100 F.B.

DN20 + 150 R.B.

TRUNNION MOUNTED METAL SEATED HT

CLASS 900

ITEM NO.

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

Extension

ASTM A350 LF2

ASTM A276/479 F316

Hxkx

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

ok

Extension Screw

ASTM A193 B8

ASTM A193 B8

p—

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

1T+1+1

Stem - Trunnion
Bearing

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

1

Thrust Washer

ASTM A276/479 F316 + 75 1

ASTM A276/479 F316 + 75

—

Packing Ring

Graphite

Graphite

1

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

1

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Ball

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

2

Seat

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

2

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

xRk

Seat Ring

Graphite

Graphite

Adaptor Fire Seal

Graphite

Graphite

Body

ASTM A350 LF2

ASTM A276/479 F316

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

Antistatic Spring

INCONEL X -750

INCONEL X -750

16

Adaptor Bolts

ASTM A320 L7M

ASTM A193 B8M

30a

Extension Seal

Graphite

Graphite

30b

Trunnion Seal

Graphite

Graphite

31 r—

Seat Spring

INCONEL X - 750

INCONEL X - 750

32 1

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37 1

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38 2

Drain / Vent Plug Seal

Graphite

Graphite

D Recommended spare parts

METAL HT




Y7 STARLINE

forged steel ball valves DIMENSIONS CLASS 900

TOP VIEW
|

METAL HT

FULL BORE MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm] WEIGHT [Kg] DIMENSIONS [mm]

INCH BORE RTJ |SW-BW

1/2" x1/2” 15x 15 12.7

3/4" x 3/4" 20 x 20 19

177 x1” 25x25 25.4

1.1/2” x1.1/2”| 40 x 40 38

2“x 2" 50 x 50 51

3“x 3¢ 80 x 80 76

4% x 4¢ 100 x 100

REDUCED BORE MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm] WEIGHT [Kg] DIMENSIONS [mm]

INCH BORE RTJ |SW-BW

3/4" x1/2” | 20x 15

1" x 3/4" 25x20

1.1/4” x 17 32 x25

1.1/2" x1” | 40x25

2“x1.1/2* | 50x40

3“x 2" 80 x 50

4% x 3" 100 x 80

6” x 4” 150 x 100

D Gear Operated

Dimensions and weights are subject to change without notice.
Face to face dimensions not listed in industry standards are subject to change without notice.




Y STARLINE

forged steel ball valves

DN150 F.B.

DN200 R.B.

TRUNNION MOUNTED METAL SEATED HT

CLASS 900

ITEM NO.

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

Extension

ASTM A350 LF2

ASTM A276/479 F316

Forrkx

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

om—

Extension Screw

ASTM A193 B8

ASTM A193 B8

rw—

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

2+1+1

Stem - Trunnion Extension
Bearing

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

1

Thrust Washer

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

Forrkx

Packing Ring

Graphite

Graphite

1

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

1

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Ball

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

2

Seat

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

2

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

e

Seat Ring

Graphite

Graphite

2

Adaptor Fire Seal

Graphite

Graphite

1

Body

ASTM A350 LF2

ASTM A276/479 F316

2

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

1

Stem Key

Carbon Steel

Carbon Steel

2

Antistatic Spring

INCONEL X -750

INCONEL X -750

Forrkn

Stud Bolts

ASTM A320 L7M

ASTM A193 B8M

—

Nuts

ASTM A194 GR 4

ASTM A194 GR8 M

1

Extension Seal

Graphite

Graphite

1

Trunnion Seal

Graphite

Graphite

31 okkkk

Seat Spring

INCONEL X - 750

INCONEL X - 750

32

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38

Drain / Vent Plug Seal

Graphite

Graphite

39

Lifting Lug

ASTM A350 LF2

ASTM A276/479 F316

40

Foot

ASTM A350 LF2

ASTM A276/479 F316

D Recommended spare parts

METAL HT




ﬁSTARLNE TRUNNION MOUNTED METAL SEATED HT

forged steel ball valves DIMENSIONS CLASS 900

METAL HT

TOP VIEW
|

FULL BORE MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm] WEIGHT [Kg] DIMENSIONS [mm]

150 x 150

200 x 200

REDUCED BORE MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm] WEIGHT [Kg] DIMENSIONS [mm]

8" x6” 200 x 150

10" x 8” 250 x 200

D Gear Operated

Dimensions and weights are subject to change without notice.
Face to face dimensions not listed in industry standards are subject to change without notice.




Y7 STARLINE

forged steel ball valves

DN15 =+ 100 F.B.

DN20 =+ 150 R.B.

TRUNNION MOUNTED MET. SEATED HT

CLASS 1500

ITEM NO.

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

Extension

ASTM A350 LF2

ASTM A276/479 F316

—

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

w—

Extension Screw

ASTM A193 B8

ASTM A193 B8

Fokrkx

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

1T+1+1

Stem — Trunnion
Bearing

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75

1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

1

Thrust Washer

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

Forrrx

Packing Ring

Graphite

Graphite

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

Ball

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

Seat

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

Forrrx

Seat Ring

Graphite

Graphite

2

Adaptor Fire Seal

Graphite

Graphite

1

Body

ASTM A350 LF2

ASTM A276/479 F316

2

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

2

Antistatic Spring

INCONEL X -750

INCONEL X -750

am—

Adaptor Bolts

ASTM A320 L7M

ASTM A193 B8M

1

Extension Seal

Graphite

Graphite

30b 1

Trunnion Seal

Graphite

Graphite

31 a—

Seat Spring

INCONEL X - 750

INCONEL X - 750

32 1

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37 1

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38 2

Drain / Vent Plug Seal

Graphite

Graphite

D Recommended spare parts

METAL HT




Y7 STARLINE

forged steel ball valves DIMENSIONS CLASS 1500

TOP VIEW
|

-
I
2
=
W
=

FULL BORE MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm] WEIGHT [Kg] DIMENSIONS [mm]

INCH BORE RTJ |SW-BW

172" x1/27 15x 15 12.7

3/4" x 3/4" 20 x 20 19

177 x1” 25x25 25.4

1.1/2” x1.1/2”| 40 x 40 38

2“x 2" 50 x 50 51

3“x 3¢ 80 x 80 76

4% x 4% 100 x 100

REDUCED BORE MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm] WEIGHT [Kg] DIMENSIONS [mm]

INCH BORE RTJ |SW-BW

3/4" x 1/2” 20x 15

1" x 3/4" 25x 20

1.1/4” x1” | 32x25

1.1/2” x 1" | 40x25

2“x1.1/2* | 50x40

3“x 2" 80 x 50

44 x 3" 100 x 80

6” x 4” 150 x 100

D Gear Operated

Dimensions and weights are subject to change without notice.
Face to face dimensions not listed in industry standards are subject to change without notice.




Y STARLINE

forged steel ball valves

DN150 F.B. DN200 R.B.

TRUNNION MOUNTED METAL SEATED HT

CLASS 1500

ITEM NO.

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

Extension

ASTM A350 LF2

ASTM A276/479 F316

Fokkkk

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

m—

Extension Screw

ASTM A193 B8

ASTM A193 B8

—

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

2+1+1

Stem - Trunnion Extension
Bearing

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

1

Thrust Washer

ASTM A276/479 F316 + 75

ASTM A276/479 F316 + 75 p

rokkkk

Packing Ring

Graphite

Graphite

1

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

1

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Ball

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

2

Seat

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

2

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

okkkk

Seat Ring

Graphite

Graphite

2

Adaptor Fire Seal

Graphite

Graphite

1

Body

ASTM A350 LF2

ASTM A276/479 F316

2

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

1

Stem Key

Carbon Steel

Carbon Steel

2

Antistatic Spring

INCONEL X -750

INCONEL X -750

Forkkak

Stud Bolts

ASTM A320 L7M

ASTM A193 B8M

a—

Nuts

ASTM A194 GR 4

ASTM A194 GR8 M

30a

1

Extension Seal

Graphite

Graphite

1

Trunnion Seal

Graphite

Graphite

31

i

Seat Spring

INCONEL X - 750

INCONEL X - 750

32

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38

Drain / Vent Plug Seal

Graphite

Graphite

39

Lifting Lug

ASTM A350 LF2

ASTM A276/479 F316

40

Foot

ASTM A350 LF2

ASTM A276/479 F316

D Recommended spare parts

METAL HT




YT STARLINE TRUNNION MOUNTED METAL SEATED HT

forged steel ball valves DIMENSIONS CLASS 1500

METAL HT

TOP VIEW
|

FULL BORE MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm] WEIGHT [Kg] DIMENSIONS [mm]

6” x 6” 150 x 150

REDUCED BORE MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm] WEIGHT [Kg] DIMENSIONS [mm]

200 x 150

D Gear Operated

Dimensions and weights are subject to change without notice.
Face to face dimensions not listed in industry standards are subject to change without notice.




Y7 STARLINE

forged steel ball valves

DN15 + 80 F.B.

DN20 =+ 100 R.B.

CLASS 2500

ITEM NO.

PART NAME

Name Plate

MATERIAL (LF2/F316)

Stainless Steel

MATERIAL (F316/F316)

Stainless Steel

SPECIAL

Extension

ASTM A350 LF2

ASTM A276/479 F316

rw—

Top Cover Screw

ASTM A193 B8

ASTM A193 B8

Fokrkx

Extension Screw

ASTM A193 B8

ASTM A193 B8

—

Trunnion Screw

ASTM A193 B8

ASTM A193 B8

1+

1+1

Stem — Trunnion
Bearing

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

1

Upper Stem

ASTM A276/479 F316

ASTM A276/479 F316

1

Thrust Washer

ASTM A276/479 F316 + 75 p

ASTM A276/479 F316 + 75 p

P

Packing Ring

Graphite

Graphite

1

Extension Top Cover

ASTM A350 LF2

ASTM A276/479 F316

1

Upper Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Low Gland Packing

ASTM A276/479 F316

ASTM A276/479 F316

1

Ball

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

2

Seat

ASTM A276/479 F316 HARDENED

ASTM A276/479 F316 HARDENED

2

Seat Seal

ASTM A276/479 F316

ASTM A276/479 F316

Forrrax

Seat Ring

Graphite

Graphite

2

Adaptor Fire Seal

Graphite

Graphite

1

Body

ASTM A350 LF2

ASTM A276/479 F316

2

Adaptor Flange

ASTM A350 LF2

ASTM A276/479 F316

2

Antistatic Spring

INCONEL X -750

INCONEL X -750

o

p—

Adaptor Bolts

ASTM A320 L7M

ASTM A193 B8M

1

Extension Seal

Graphite

Graphite

30b

1

Trunnion Seal

Graphite

Graphite

31 -

Seat Spring

INCONEL X - 750

INCONEL X - 750

32

1

Trunnion

ASTM A276/479 F316

ASTM A276/479 F316

37

1

Drain / Vent Plug

ASTM A276/479 F316

ASTM A276/479 F316

38

2

Drain / Vent Plug Seal

Graphite

Graphite

D Recommended spare parts

METAL HT




Y7 STARLINE

forged steel ball valves

DIMENSIONS CLASS 2500

TOP VIEW

METAL HT

FULL BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm]

WEIGHT [Kg] DIMENSIONS [mm]

INCH

BORE

RTJ

SW-BW

12" x1/2”

3/4" x 3/4"

17x1”

1.1/2” x1.1/2”

2y Du

3% x 3¢

REDUCED BORE

MANUAL GEAR OPERATION OR AUTOMATION

VALVE SIZE DIMENSIONS [mm]

WEIGHT [Kg] DIMENSIONS [mm]

INCH

BORE

RTJ

SW-BW

3/4"x1/2” | 20x 15

12.7

14

10.5

1" x 3/4" 25x20

16

27

22

1.1/4” x 17 32x25

21

35

27

1.1/2”x1” | 40x25

21

39

30

2“x1.1/2¢ 50 x 40

34

60

45

3“x2“ 80 x 50

108

50

44 x 3" 100 x 80

225

140

D Gear Operated

Dimensions and weights are subject to change without notice.
Face to face dimensions not listed in industry standards are subject to change without notice.






